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We connect and protect

Pruhledné dvere z nerezoveé oceli, DNGS

Elektrické komponenty jsou viditelné i pri zavrenych
pruhlednych dverich, které zabranuji pristupu
nepovolanych osob a zachovavaji predepsany stupen kryti.

VLASTNOSTI

Popis: Prosklené dvere s cirym bezpecnostnim sklem pro sledovani vnitrku skrine. Dvoubodovy zamek 3 mm a ram dveri.
Nabizi vSechny moznosti zamykacich programu.

Materidl: Ram: Plech z nerezové oceli AISI 304 2 mm, AISI 316L (na vyzadani). Zorné pole: ciré bezpecnostni sklo, tloustka
skla 4 mm.

Povrch: Brousena nerezova ocel 400.
Ochrana: IP 55 | TYPE 12, 13| IK 07.
Pozadavky na montaz: Nejde-li o vymenu standardnich dveri, pouzijte sadu pantu DNMKSO01.

MnozZstvi v baleni: 1 kus.

Material: Stainless Steel 304

Povrchova tprava: Lesténa

Tloustka: 2mm

SPECIFIKACE

Katalogové ¢islo Vyska Sitka Hloubka Window Size Produktova fada Enclosure Material
DNGS1408 1400mm 800mm 17mm 1176 x 615mm Free-Standing Ocelovy Plech
DNGS1606 1600mm 600mm 17mm 1376 x 415mm Free-Standing Ocelovy Plech
DNGS1608 1600mm 800mm 17mm 1376 x 615mm Free-Standing Ocelovy Plech
DNGS1610 1600mm 17000mm 17mm 1376 x 815mm Free-Standing Ocelovy Plech
DNGS1806 1800mm 600mm 17mm 1576 x 415mm Free-Standing Ocelovy Plech
DNGS1808 1800mm 800mm 17mm 1576 x 615mm Free-Standing Ocelovy Plech
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https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1408
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1606
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1608
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1610
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1806
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1808
https://www.nvent.com/hoffman

Katalogové éislo
DNGS1810
DNGS2006
DNGS2008

DNGS2010

UPOZORNENI

Vyska

1800mm
2000mm
2000mm

2000mm

600mm

800mm

7000mm

Hloubka

17mm

17mm

17mm

17mm

Window Size

1576 x 815mm
1776 x 415mm
1776 x 615mm

1776 x 815mm

Produktova fada
Free-Standing
Free-Standing
Free-Standing

Free-Standing

Enclosure Material
Ocelovy Plech
Ocelovy Plech
Ocelovy Plech

Ocelovy Plech

Produkty nVent musi byt instalovany a pouzivéany pouze tak, jak je uvedeno v instrukénich listech a materialech pro Skoleni

nVent. Instrukéni listy jsou k dispozici na www.nvent.com a od vaseho zastupce zakaznického servisu nVent. Nespravna

instalace, zneuZiti, nespravné pouziti nebo jiny nedostatek Uplného dodrzovani pokynl a varovani nVent mize zplsobit

selhani produktu, poskozeni majetku, vazné zranéni osob a smrt a/nebo zrusit vasi zaruku.
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https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs1810
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs2006
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs2008
https://devinstance.nvent.com/cs-cz/hoffman/products/encdngs2010
https://www.nvent.com/hoffman

