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nVent ERICO Ericore Conductor Saddle Fastener

FEATURES

Use with nVent ERICO Ericore Conductor Saddle

Pan phillips head, self-tapping screw

SPECIFICATIONS

Catalog Number Article Number Material Screw Diameter Screw Length
CONSADFX 701410 Stainless Steel 18-8 (EN 1.4305) 14 25.4mm
WARNING

nVent products shall be installed and used only as indicated in nVent's product instruction sheets and training materials.
Instruction sheets are available at www.nvent.com and from your nVent customer service representative. Improper
installation, misuse, misapplication or other failure to completely follow nVent's instructions and warnings may cause
product malfunction, property damage, serious bodily injury and death and/or void your warranty.

A WARNING: This product can expose you to chemicals including lead, which is known to the State of California to cause
cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.
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https://devinstance.nvent.com/en-hr/erico/products/efsconsadfx
https://www.nvent.com/erico
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Option 2 — Technical France: Other Countries:

Support +33 800 901 793 +31 13 5835404
\v

Our powerful portfolio of brands:
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©2026 nVent. All nVent marks and logos are owned or licensed by nVent Services GmbH or its affiliates. All other trademarks are the property of
their respective owners. nVent reserves the right to change specifications without notice.
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